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E-Star Power Development Co., Ltd. (E-STAR)
1F.,, No.40, Juren Ln., Sec. 2, Sanmin Rd., Banciao Dist., New Taipei City
22069, Taiwan (R.O.C.)

Phone : 886-2-2957 5580

80~120W Open Frame type Medical power supply > EPM1120

* 100-240VAC Universal Input
* 2 x MOPP Compliance, IEC60601-1 Approval

¢ Active PFC Function
® Protections:

Short circuit / Over voltage / Over current

* MTBF >50,000 hours

EPMVWWWXXYZ

V: Numbers of outputs

WWW: Output power

XX: Output voltage of main power
Y: Output voltage except for main power
Z: QOutput current except for main power

OUTPUT OUTPUT OUTPUT LOAD RIPPLE &
MODEL NO. POWER (w)| OUTPUTNO. | y61 TAGE (Vdc) LOAD (A) | REGULATION NOISE
Single output | EPMIWWWXXYZ | 80~120W Main Power 5,12,18,19,24,36,48V 2.5~16A + 5% Max. 2% Max.
Main Power 5,12,19,24,36,48V 2.08~16A + 5% Max. 2% Max.
Dual output | EPM2WWWXXYZ | 86~110W

Stand-by or -12V 5Vsb or -12V 0.5~2A + 5 or 10% Max. 2% Max.
Main Power 5,12,19,24,36,48V 1.96~14.8A + 5% Max. 2% Max.
Triple output | EPM3WWWXXYZ | 90~110W | Stand-by Power 5Vsb 2A + 5% Max. 2% Max.
DC-DC or -12V 5,12V or -12V 0.5~3A + 5 or 10% Max. 2% Max.
Main Power 12,19,24V 2.42~7A + 5% Max. 2% Max.
DC - DC Power 5,12V 2~3A + 5% Max. 2% Max.

Quad output | EPMAWWWXXYZ 110W
-12V Power -12V 0.5A + 10% Max. 2% Max.
Stand-by Power 5Vsb 2A + 5% Max. 2% Max.

NOTE:

1 : Ripple & Noise is measured by using 20MHz bandwidth limited oscilloscope and terminated each output with a 0.1uF ceramic capacitor & parallel with 47uF
aluminum capacitor at full load and nominal line.
2 : Line regulation is defined by changing +10% of input voltage from nominal line at rated load.

3 : Max. Power (W) > Vo x lo

Electrical Specification

INPUT

e Input Range 100 to 240 VAC
¢ Frequency 50 to 60Hz

e Input Current <2.5A

e Inrush Current
¢ Hold Up Time
e Turn On Time

OUTPUT

¢ Short Circuit Protection
¢ Over Voltage Protection
¢ Over Current Protection

<60A/110VAC 120A/230VAC

>8.3ms
<3s

Mechanical Specification
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* Mechanical Size: 127 x 76.3 x 36.2 (mm)

Latch-off or Auto Recovery
Latch-off or Auto Recovery
Latch-off or Auto Recovery

ENVIRONMENT

e Operating Temperature 0 to 50°C

¢ Storage Temperature -20 to 85°C
® Operating Humidity 10% to 90%
e Storage Humidity 5% 10 95%

SAFETY

=

¢ AC Input Connector: JST/B5P-VH Series or equivalent
* DC Output Connector P2: JST/B13P-VH Series or equivalent
* DC Output Connector PS3: Goldenconn/BB2009W4HT

Series or equivalent
¢ Pin Assignment:

pP2:
P1-4 P5-8,10,13 P9 P11 P12
Main power GND -12V Power | Vout2 |Stand-by Power
PS3 :
P1 P2 P3 P4
Reset PS/ON GND PG

e Weight: 450g

e Complied with UL/cUL 60601-1, TUV EN 60601-1, CB IEC 60601-1, FCC, CE
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